06-29-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_360\0360-01.bor

North Wind

Soil Boring Log: 0360-01

(Page 1 of 1)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696567.998 E 756584.803 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), very dark brown, firm,
1 moist, HC odor, trace gravel/coral 0360-01-SO-2
1 CL
_: 414
2— Sand (SW), fine to coarse grained, grey to
1 dark grey, dense, dry, HC odor, ~5% gravel
E SW 0360-01-SO-4
3]
1 Sandy silty clay (CL), dark brown, firm, HC CL 776
4—\odor CL 4/4
] a?:ngé/;r”ty clay (CL), very dark brown, firm, Water Level at 4.32 ft
] Clayey sand (SC), fine to coarse grained, sc
] trace gravel, 30-40% silt and clay, very dark
5—] grey brown, HC odor
- Sand (SW), fine to coarse grained, very dark
1 brown, dense, HC odor, ~3% gravel
6
N SW
7]
8 ] 118.1
Total Depth 8 ft.
9
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North Wind

Soil Boring Log: 0360-02

(Page 1 of 1)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696573.485 E 756637.984 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), very dark brown, firm,
1 moist, HC odor, trace gravel/coral 0360-02-SO-2
: 414
14
N CL
2]
- Sand (SW), fine to coarse grained, grey to
1 dark grey, dense, dry, HC odor, ~5% gravel
. SW 0360-02-SO-4
3]
- Sandy silt (ML), dark brown, firm, HC odor ML
243 Silty sand (SM), fine grained, dark grey, 1727 m
1 dense, HC odor, wet
] SM Water Level at 4.35 ft
5] Sandy clay to clayey sand (CL/SC), fine to
- coarse grained with trace gravel, dark grey,
- wet, HC odor CL/sc
6—: Sandy silt (ML), brown, firm, HC odor 600
b ML
7 .
1 Sandy silt (ML), as above, dark brown
] ML
Silty sand (SM), fine grained, brown, dense, SM
8 HC odor p35.1
Total Depth 8 ft.
9

=
o
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North Wind

Soil Boring Log: 0360-03

(Page 1 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696577.321 E 756692.062 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 -
1 Sandy silty clay (CL), very dark brown to dark
1 grey brown, firm, HC odor, trace gravel 0360-03-SO-2
l—: CL
_: 414
2] Sand (SW), fine to coarse grained, grey/blue
1 grey, trace coral fragments and gravel, some
- silt, dense, dry, HC odor
3 SW
4]
1 Silty sand (SM), fine grained, dark grey,
) SM
1 dense, moist, HC odor
] Sandy silty clay (CL), very dark grey brown,
1 firm, moist, strong HC odor
5
] 153Q
. CL
6 414
_: becoming black at 6.5 ft
7
1 Sandy silty clay (CL), as above, very dark
- brown, HC odor
8]
7 CL
9]
. 0360-03-SO-10
] MS/MSD
— 3191

10
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North Wind

Soil Boring Log: 0360-03

(Page 2 of 2)

Date :09-23-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696577.321 E 756692.062 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10 -
1 Sandy silty clay (CL), as above, black, HC 24
] odor CL
1 Clayey sandy silt (ML), plastic, brown with Water Table at ~10.8 to 13 ft
11— dark grey to black staining, saturated, HC odor (Water level at 4.82 ft after drilling to
. 16ft)
] 4/4
N ML
12 195.4
13
1 Clayey gravel (GC), brown, dry, dense, HC
1 odor
] GC
14 , .
1 Sandy silty clay (CL), brown, firm, HC odor -
1 Sandy silt (ML), brown with grey staining,
- firm, HC odor
15—: ML
- . . 358,
1 Silty sand (SM), fine grained, dense, brown, SM
16 4\HC odor, moderate cementing
] Total Depth 16 ft
17
18
19
20




06-29-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_360\0360-04.bor

North Wind

Soil Boring Log: 0360-04

(Page 1 of 1)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696586.857 E 756742.701 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), brown, firm, no odor
] CL 0360-04-SO-2
1 Sand (SW), fine to coarse grained, tan,
13 dense, no odor, ~5% gravel
N SW
2 4/
- 0360-04-SO-3
N 0360-04-SO-3DUP
3— Sand (SW), fine to coarse grained, grey
E brown, dense, slight HC odor SW
1 Sand (SW), fine to coarse grained, grey, SW
4—\dense, HC odor
] Sandy silty clay (CL), very dark grey, firm, HC
- odor, ~5% gravel 01,4
5_: Water Level at 4.90 ft and rising
] Top of water table between 3.3 and 4ft
N CL
6
7 4/4
1 Sandy silty clay (CL), as above, dark brown
1 CL 112.1
8 .
1 Total Depth 8 ft
9]
10
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North Wind

Soil Boring Log: 0360-05

(Page 1 of 1)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696513.599 E 756585.224 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth .8 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - - -
1 Sandy silty clay (CL), brown, firm, very slight
1 odor, trace gravel 0360-05-SO-2
B cL
1
1 Clayey sand to sand with clay (SC/SW), fine
- to coarse grained, ~3% gravel, dense, grey
4 HC odor
2]
- Swi/sc
3
. 311.1
43 Sandy silty clay (CL), dark brown, firm, HC cL
q.odor - Water Level at 4.20 ft
7 Sandy silty clay (CL), as above, very dark
- brown P43.4 0360-05-SO-5
. cL
5]
-] Clayey sand (SC), fine to coarse grained, Top of Water table at ~5.3 ft
1 ~5% gravel, dense, very dark grey brown, HC sC
6] odor
1 Sand (SW), fine to coarse grained, dark
4 brown to grey brown, 3% gravel, dense, HC
-] odor
7_: SW
_: na73
8]
Total Depth 8 ft
9

=
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North Wind

Soil Boring Log: 0360-06

(Page 1 of 1)

Date :01-25-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696534.683 E 756737.537 Drilling Personnel : E. Maldonado
Total Boring Depth 18 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy clayey silt (ML), very dark grey, firm,
1 moist, HC odor
7 ML
. 0360-06-S0-2
l_
71 Sand (SW), fine to coarse grained, grey, SW 4/4
-1 dense, moist, HC odor, 5-10% silt and clay
1 Sandy clayey silt (ML), very dark grey, firm,
1 moist, strong HC odor, trace gravel below 4.6
2 ft B60.4
3
4 4/4
7 ML
5
6 1880
7]
] k
- POS3 0360-06-SO-7
Sandy silt to silty sand (ML/SM), fine grained, SM/ML water level at 7.49 ft
8 brown to dark brown, firm/dense, very strong B495
HC odor
Total Depth 8 ft.
9

=
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North Wind

Soil Boring Log: 0360-07

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696524.333 E 756691.429 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o _| Boring Disp.:
£ T g
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), dark brown, firm, HC
1 odor, trace gravel 0360-07-SO-2
l—: CL
2] Clayey sand to sand with silt and clay m
1 (SC/SW), fine to coarse grained sand, trace
- gravel, grey to dark grey, dense, HC odor
N SC/SW
3
7 Sandy silty clay (CL), dark brown to grey
4— brown, firm, HC odor, trace gravel
E Water Level at 4.30 ft
] (after drilling to 12 ft)
N CL
5 4/4
—: p852 0360-07-SO-6
6 .
1 Sandy silty clay (CL), as above, brown
7]
J CL
8]
9 Silty sand (SM), fine grained, soft, saturated, ST
1\HC odor
- Sandy silty clay (CL), as above, brown cL
10 1311 414
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North Wind

Soil Boring Log: 0360-07

(Page 2 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696524.333 E 756691.429 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10—
] Top of water table at ~11.5-12.5ft
B cL
11
1 Clayey sandy silt (ML), fine grained, dark
— brown, firm, saturated, strong HC odor, some
- clay content
12
3 ML
_: P465
13 44
] Sandy silty clay (CL), red brown, very firm,
1 HC odor
14
] CL
15
1 Sand (SW), fine to coarse grained, grey,
- dense, HC odor, 10% gravel
3 SW
163 1289
1 Total Depth 16 ft.
17
18
19

N
o
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North Wind

Soil Boring Log: 0360-08

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696531.887 E 756746.249 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 20 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
0 - -
7 Sandy silty clay (CL), dark brown, firm, no
- odor 0360-08-SO-2
J CL
1 Sand (SW), fine to coarse grained, brown,
1 dense, ~3-5% gravel/shell/coral, no odor
2 3/4
N SW
3
-] Sand (SW), fine to coarse grained, grey ,
1 dense, ~3% gravel/shell/coral, HC odor
4]
5] sw
3 0360-08-SO-6
6 1124 2.8/4
1 Sandy silty clay (CL), very dark grey, firm to
7— hard, HC odor
8 _: CL dry at 8 ft
9]
-] Sand (SW), fine to coarse grained, grey,loose 1.3/4
- to soft, moist, HC odor SW
103 162.4
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North Wind

Soil Boring Log: 0360-08

(Page 2 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696531.887 E 756746.249 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 20 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—
11_: SW
123 Silty clay (CL), very dark grey, firm, HC odor oL dry at 12 ft
-] Sandy silty clay (CL), brown with
1 mottling/minor dark grey staining, firm, HC
13
14 ~5% fine gravel starting at ~13. 8 ft CL
_: 3/4
15
-] Sandy silt (ML), brown, sandy, firm, HC odor
N ML
16 166.9 dry at 16 ft
- Sand (SW), fine to coarse grained, dense,
1 brown, HC odor, saturated SW
17— Sandy silt (ML), brown, firm, HC odor, ~10%
1 fine gravel
3 ML
] 414
] Water table between 16 and 17 ft
18 Water level at ~6.5 ft (rising)
1 Sand (SW), fine to coarse grained, brown,
- dense, HC odor, ~3% gravel
. S
19
- Sandy silt (ML), brown, firm, HC odor
N ML

20
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North Wind

Soil Boring Log: 0360-09

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696461.971 E 756593.819 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - -
7 Sandy silty clay (CL), very dark brown, firm to
1 hard, HC odor, trace gravel 0360-09-SO-2
- 0360-09-SO-2DUP
l—: CL 414
2]
1 Clayey sand to sand with clay (SC/SW), fine
- to coarse grained, tan, dense, HC odor, trace
- gravel, becoming grey to dark grey at ~3.1ft
3
1 moist from 3.5 to 5.1 ft
4
5_: SC/SW
—: 3022 0360-09-SO-6
6
. Water Level at 6.20 ft
. at 5.65 ft after ~15 minutes
7 214
1 Sandy silty clay (CL), brown, firm, HC odor
8 CL Top of Water table ~8.0 to 8.5 ft
1 Sandy clayey silt to clayey silty sand (SM/ML),
— dark brown, firm, slight plasticity, HC odor,
{ saturated
. SM/ML
9
-] Sandy silt (ML), fine grained, brown, firm, HC 1108¢
1 odor ML
<yy 4/4

i
o
|
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North Wind

Soil Boring Log: 0360-09

(Page 2 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696461.971 E 756593.819 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10— sand (SW) fine to very coarse grained, 3-5% S
-\gravel, grey, dense, HC odor
] Sandy silt (ML), fine grained, brown, firm, HC ML
1 odor
11 silty sand (SM), fine grained, grey brown,
1 dense, HC odor SM
1 Sand (SW), fine to coarse grained, grey SwW
123 brown, dense, HC odor P02.4
] Total Depth 12 ft.
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0360-10

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696470.772 E 756646.000 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 -
1 Sandy silty clay (CL), brown to dark brown,
- firm, HC odor, some gravel and shell 0360-10-SO-2
1 CL 414
2— Clayey sand (SC), grey brown becoming grey
1 to dark grey at ~3.6 ft, dense, 5% gravel and
 coral/shell
3
1 large coral fragements and gravel
1 encountered
4 0360-10-SO-5
- (2-4.5ft of total recovery from 8 to 12 ft)
] sc 0.5/4
7 0.2/4 Off set ~5in and redrill 4-8 ft
5
B 3824
h Water level at ~5.8 ft
6
_—
1 returns of SC and CL as above, on 4-8ft and
1 8-12ft runs, very soft drilling
8 0.5/4
. 0.0/4
9]
—: 3232 PID based on 0.5 ft of material from
4 4-8 ft

=
o
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North Wind

Soil Boring Log: 0360-10

(Page 2 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696470.772 E 756646.000 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a D O o
10—
11
12 B UNK]
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0360-11

(Page 1 of 2)

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696473.287 E 756699.133 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Sandy silty clay (CL), dark brown, firm, HC
] odor 0360-11-SO-2
7 CL
1 4/4
1 Sand to sandy gravel (SW/GW), fine to very SW/IGW
- coarse grained, dark brown, dense, HC odor
1 Sandy silty clay to sandy clayey silt (CL/ML), CL/ML
q\dark brown, firm, HC odor
2] sand (SW), fine to coarse grained, dark grey,
7 soft/loose, HC odor, trace gravel
N SW
3]
4 —
1 Poor returns from 4 to 8 ft, loss is inferred as
1 loose SW, as above
5 1/4
3 0360-11-S0-6
. B621
6 sw
7]
8 _ .
1 Sandy silty clay (CL), dark brown, firm, HC
4 odor CL
] 2/4
1 Sand (SW), fine to coarse grained, dark Py
9] brown, dense, HC odor Water Level at 8.95 ft
1 Sandy silty clay (CL), dark brown, firm, HC
—: odor CL Top of Water table between 12 and 14
g ft
10 p26




Soil Boring Log: 0360-11

North Wind Page 2.012)

06-29-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_360\0360-11.bor

Date :09-26-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696473.287 E 756699.133 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—
N CL
. . . 2/4
1 Sandy silty clay (CL), very dark brown, firm,
1 HC odor CL
11 - -
1 Sand (SW), fine to coarse grained, grey,
1 dense, HC odor SW
1 Sandy silty clay (CL), dark brown, firm, HC
4 odor CL P307
12
1 Silty sand to sandy silt (SM/ML), fine grained,
— brown, firm, HC odor SM/ML
13— Sand (SW), fine to coarse grained, some clay
4 content, grey, dense, HC odor, ~5% gravel
N SW
143 Silty clay (CL), red brown, plastic, firm, HC m
1 odor
; cL
15—
_: 864.4
1 Clayey gravel (GC), red brown with grey GC Wi
16 g -
J\green staining, dense/firm, HC odor
] Total Depth 16 ft
17
18
19
20




06-29-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_360\0360-12.bor

North Wind

Soil Boring Log: 0360-12

(Page 1 of 1)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696484.555 E 756757.609 Drilling Personnel : E. Maldonado
Total Boring Depth 18 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . .
) Boring Disp.:
w 0 = g Disp
£ . Lo I o
£ Soil Description A % = REMARKS
< a)
[} 0 o =
(@) =) O] o
0 - - -
7 Clayey silty sand (SM), fine to coarse grained, SM
4 brown, dense, dry, trace gravel, no odor
~] Sandy clayey silt (ML), brown, very firm, dry,
3 no odor 0360-12-50-2
1
] 4/4
. ML
2
E becoming moist at 2.5 ft
3
1 Sandy clayey silt (ML), dark grey brown to ML
—| dark grey, very firm, moist, HC odor
] Sandy silt (ML), fine grained, firm, dark grey, 1709
4 moist, HC odor 0360-12-S0-4
h ML
1 Sandy silt/silty sand (ML/SM), fine grained, water level at 4.62 ft
5] dark grey brown, firm, HC odor, ~5% coarse
- sand and gravel
6
E SM/ML
7]
8 ] 520.4
1 Total Depth 8 ft
9]
10
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North Wind

Soil Boring Log: 0360-13

(Page 1 of 1)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696419.775 E 756602.714 Drilling Personnel : E. Maldonado
Total Boring Depth 18 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
7 Clayey sandy silt (ML), brown, very firm, dry, 1/4 off set and redril
1 no odor 2.5/4
1
] ML
3 24
2 0360-13-50-2
-] Clayey sandy silt (ML), dark brown, very firm,
1 dry, no odor
3 becoming moist at 3.3 ft ML
1 Sandy silt/silty sand (SM/ML), fine grained,
4— grey brown, firm, moist, HC odor ML/SM
B water level at 4.19ft
- Silty sand (SM), fine grained, grey, dense, HC 0360-13-SO-4
4 odor SM m
5 — . —
7 Sandy silt/silt (ML), brown with grey staining,
1 firm, HC odor
6 14.9
] ML
7]
-] Silty sand (SM), fine grained, brown to grey
1 brown, dense, HC odor SM
8] 1823
Total Depth 8 ft
9

=
o
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North Wind

Soil Boring Log: 0360-14

(Page 1 of 2)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696424.3611 E 756658.940  Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
[} 0 o a
(@) =) O] o
0 il d fi ined, b d
. Csj' ty san (SdM), ey o Ay 0.8/4 will off set and redrill 0.4 ft after
1 dense, no odor, b grave reaching TD
7 SM
. 3.5/4
l_
1 Sandy clayey silt (ML), brown, firm, dry, no
_: odor 54
2 _ _ _ 0360-14-S0-2
- becoming moist, dark brown, slight HC odor ML 0360-14-SO-2DUP
3
1 Sandy clayey silt (ML), dark grey to very dark
— brown, firm, moist, HC odor
4]
5 1/4
] ML 3/4
6] 56.6)
7] water level at 6.13 ft
] 0360-14-SO-6
7
1 Sand (SW), fine to coarse grained, dark grey,
- loose, slight HC odor, trace gravel
8 . N
7 odor increasing with depth 0/4
] 3.3/4
7 SW
9]
. 85.1

=
o
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North Wind

Soil Boring Log: 0360-14

(Page 2 of 2)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696424.3611 E 756658.940  Drilling Personnel : E. Maldonado
Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I Q
£ Soil Description N 2 = REMARKS
o Q <
[} 0 o a
[a) -] O o
10—
11 sw
1 . 538.4
1 Sand (SW), as above, HC odor
- sw
13- P— — 444
1 Clay (CL), red brown with minor grey staining,
1 firm, moist, HC odor, 5-10% sand and gravel
] cobble or large gravel at ~14.6 ft
14 CL
15
1 Gravelly clay/clayey gravel (CL/GC), red
- brown with some staining, dry to moist, firm,
{ HC odor GC
] 473 9
16 -
1 Total Depth: 16 ft
17
18
19

N
o




Soil Boring Log: 0360-15

North Wind Page 1.0f1)

06-29-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_360\0360-15.bor

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696436.457 E 756708.839 Drilling Personnel : E. Maldonado
Total Boring Depth 18 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - - -
1 Clayey sandy silt (ML), fine grained, brown, 25/4
- firm, dry, no odor, trace gravel ‘
. 0360-15-50-2
1
J moist, slight odor
- 24.3]
27 ML
3 0360-15-SO-3 (MS/MSD)
. water level at 3.45 ft
47
1 Sandy clayey silt (ML), dark brown, firm,
-{ medium plastic, HC odor ML 44
1 Silty sand (SM), fine grained, brown to grey
5 brown, dense, HC odor SM
1 Clayey silt (ML), very firm, dark brown, HC
- odor, ~5% coarse sand ML
1 Sandy silt (ML), brown, very firm, HC odor
6 174.1
B ML
7]
1 Clay (CL), red brown, very firm, HC odor cL
8 ] 143.1
1 Total Depth 8 ft
9]
10
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North Wind

Soil Boring Log: 0360-16

(Page 1 of 1)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696443.036 E 756763.513 Drilling Personnel : E. Maldonado
Total Boring Depth 14 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Sandy clayey silt (ML), dark brown, very firm, 0.6/4 off set and redrill
4 dry, no odor
g 4/4
7 ML
. 0360-16-S0-2
l_
1 Sandy silt (ML), dark brown, firm, moist, slight
_: HC odor, trace gravel ML b1 4
2 Silty sand (SM), fine grained, brown, dense,
1 slight HC odor, moist
B SM
3 0360-16-SO-3
- Silty sand/sandy silt (SM/ML), fine grained,
1 brown, dense, slight HC odor, saturated SM/ML water level at 3.65 ft
N 24.7
2]
7 Total Depth 4 ft
5
6
7]
8]
9]
10




Soil Boring Log: 0360-17

North Wind Page 1.012)

06-29-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tank_360\0360-17.bor

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696662.026 E 756627.237 Drilling Personnel : E. Maldonado
Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - - -
1 Clayey sandy silt (ML), fine grained, dark
1 brown, very firm, dry, no odor
E 4/4
1
3 05
2 ML
3
4]
1 Silty sand (SM), fine grained, grey, dense, water level at 4.18 ft
1 slight HC odor, wet
5 4/4
N SM
6 9.4
7]
7 Sand (SP), medium grained, grey, dense, HC SP
—\odor
] Sandy silt (ML), fine grained, brown, firm, HC
g odor ML
-] Sand (SW), fine to coarse grained, dark grey, 414
- loose, HC odor
9 Sw
1 Clay (CL), red brown, very firm, moist to dry, CL p649
10—\trace sand and gravel, strong HC odor
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North Wind

Soil Boring Log: 0360-17

(Page 2 of 2)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696662.026 E 756627.237 Drilling Personnel : E. Maldonado

Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

B o

@ o 2 Boring Disp.:

£ . Lo I o

£ Soil Description A % = REMARKS

=%

[} 0 o a

[a ] O] o

10—

11 cL

12 B L1794

7 Total Depth 12 ft

13

14

15

16

17

18

19

N
o
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North Wind

Soil Boring Log: 0360-18

(Page 1 of 1)

Date :01-24-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 360 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 696615.338 E 756630.483 Drilling Personnel : E. Maldonado
Total Boring Depth 18 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
0 - -
1 Sandy clayey silt (ML), dark brown, very firm,
1 moist, slight HC odor
N ML
] 0360-18-SO-2
1
4 4/4
1 Sand (SW), fine to coarse grained, grey SW
-\brown, loose, dry, very slight HC odor
1 Clay (CL), brown, very firm, moist, slight HC CL
2— odor
] Sand (SW) fine to coarse grained, grey,
] loose, ~5% gravel and shell, HC odor
3
. SW
4 3/4
- Sand (SW), fine to coarse grained, brown to
1 red brown, loose, dry, ~5-10% gravel,
-| becoming moist at ~5.8 ft, HC odor
5
7 SW
. 150.4
6
7_: Sand (SW), as above, no gravel 1611
] 0360-18-SO-7
] SW water level at 7.21 ft
E 1480
8
1 Total Depth 8 ft
9]
10
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